MEGR-199 Series Pilot Operated / Industrial Regulators

MEGR-199 Flow Rate stated in Thousands of SCFH & Nm 3/H of 0.6 Specific Gravity Natural Gas*

Outlet Pressure - PSIG & BAR
Orifice Size Inlet Pressure 0.25 0.02 0.5 0.03 0.07 0.14 3 0.21 4 0.28 5 0.34 3 0.41 7 0.48 8 0.56 9 0.62 10 0.69
Inches mm PSIG BAR SCFH  Nm?/h SCFH Nm?h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm/h

5] 0.36] 7.2 0.2 7.2 0.2 6.6, 0.2 6.6, 0.2

6/ 041 7.8 0.2 7.8 0.2 7.8 0.2 7.8, 0.2 6.6, 0.2

7] 0.48] 9 0.2 9 0.2 9 0.2 9 0.2 7.2 0.2 6.6, 0.2

8| 0.55 9.6, 0.3 9.6, 0.3 9.6, 0.3 9.6, 0.3 7.8, 0.2 7.2 0.2 6.6, 0.2

9| 0.82 10 0.3 10 0.3 10 0.3 10 0.3 9 0.2 8.4 0.2 7.2 0.2 6.6, 0.2

10 069 114 03] 11.4 03| 10.8 0.3 10 0.3 9.6, 0.3 9 0.2 8.4 0.2 7.8 0.2 7.2 0.2

15 1) 144 0.4 14.4 0.4 14.4 0.4 14.4 0.4 14.4 0.4 13.8 0.4 13.2 0.4 13.2 0.4 12 0.3 12 03] 11.4 0.3 7.8 0.2]
20, 14| 186 0.5 18.6 0.5 18.6/0.5 18.6 0.5 18.6 0.5 18.6 0.5 18 0.5 16.8 0.5 16.2 0.4| 15.6 0.4 15 0.4 14.4 0.4

7/8 22 50, 3.4 34 0.9 34 0.9 34 0.9 34 0.9 34 0.9 34 0.9 34 0.9 34 0.9 34 0.9 34 0.9 34 0.9 34 0.9

300[ 20.7 162 4.3 162 4.3 162 4.3 162 4.3 162 4.3 162 4.3 162 43 162 4.3 162 43 162 4.3 162 4.3 162 4.3

400 27.6 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8

1 007 0.12

2| 0.14] 7.5 0.22 7.5 0.22 6 0.22

3] 021 0.2 9 0.2 8.5 0.22

4| 0.28 10 0.3 10 0.3 10 0.3 8.5 0.22

5[ 035 12 0.3 12 0.3 12 0.3 10 0.3 9 0.22

6/ 041 13 0.3 13 0.3 13 0.3 12 0.3 10 0.3 9 0.22

7] 0.48] 15 0.4 15 0.4 15 0.4 13 0.3 12 0.3 10 0.3 9 0.22

8| 0.55 16 0.4 16 0.4 16 0.4 14 0.4 13 0.4 12 0.3 11 0.3 10 0.32

9| 0.62 17 0.5 17 0.5 17 0.5 16 0.4 15 0.4 14 0.4 13 0.3 12 0.3 10 0.32

1-1/8 29

300 20.7 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1

MEGR-199 Flow Rate stated in Thousands of SCFH & Nm 3/H of 0.6 Specific Gravity Natural Gas?

Outlet Pressure - PSIG & BAR
Orifice Size Inlet Pressure 1.4 25 1.7 30 21 35 2.4 40 2.8 45 il 50 35 60 4.1 7 52 100 6.9
Inches mm PSIG BAR */h SCFH  Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm?/h SCFH Nm%h

400 27.6 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8 215 5.8

20, 1.4 18 0.5
25, 17 27 0.7 20 0.5
30, 2.1 34 0.9 28 0.8 21 0.6
35, 2.4 40, 11 35 0.9 30 0.8 22 0.6

40 2.8 47, 13 43 12 38 1 32 0.9 24 0.6

50, 3.4 57, 15 57, 15 52, 1.4 47, 13 42 11 35 0.9 26 0.7

60, 4.2 65 17 65 17 65 17 62 17 58 1.6 50 13 45, 12 38 1

75, 5.2 78 2.1 78 2.1 78 2.1 78 2.1 78 2.1 74 2 68 1.8 32 0.9 50 13

L/ ® 100; 6.9 99, 2.7 99, 2.7 99, 2.7 99, 2.7 99, 2.7 99, 2.7 99, 2.7 99, 2.7 99, 2.7 88, 2.4

125) 8.6 122 33 122 33 122 33 122 33 122 33 122 33 122 33 122 33 122 33 122 33| 802 0.1
150 103 143] 3.8 143] 3.8 143] 3.8 143] 3.8 143] 3.8 143] 3.8 143] 3.8 143] 3.8 143 3.8 143] 3.8 120, 3.2
175 121 160; 43 160; 4.3 160; 4.3 160; 43 160; 43 160; 4.3 160; 4.3 160; 4.3 160, 4.3 160; 43 155] 4.2
200 13.8] 180, 4.8 180; 4.8 180, 4.8 180, 4.8 180, 4.8 180, 4.8 180, 4.8 180, 4.8 180, 4.8 180, 4.8 180, 4.8
225| 155 205 5.5 205 5.5 205 5.5 205 5.5 205 5.5 205 5.5 205 5.5 205 5.5 205 5.5 205 5.5 205 5.5
250 172 220 5.9 220 5.9 220 5.9 220 5.9 220 5.9 220 5.9 220 5.9 220 5.9 220 5.9 220 5.9 220 5.9
300 20.7 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1 265 7.1




