
www.bitorq.com 13BI-TORQ Valve Automation

HEAVY DUTY SPRING PACK
The armed spring pack features weatherproof sealed 
spring housing and corrosion resistant epoxy paint. 
The reliable low stress clock springs assure quick 
closing action when the fusible links yield.

CUSTOMIZED MOUNTING HARDWARE
A heavy-duty gauge bracket and stainless steel top 
plate provide the durable, secure construction that 
BI-TORQ® Valve Automation products are known for. 
An all stainless bracket, coupling, arming plate and 
hardware kit also are available.

FACTORY ASSEMBLED
All BI-TORQ® Valve Automation fusible link assemblies 
are assembled by factory-trained personnel. The 
units then are armed with a protective safety link for 
shipping purposes.

RELIABLE FUSIBLE LINKS
BI-TORQ® Valve Automation fusible links are designed 
to remain secure until releasing the spring pack when 
the desired temperature is reached. Soldered fusible 
links are available in these temperature ranges:

MT SERIES for Valves up to 830 inch pounds of Torque

Please consult factory for special order links

LINK PART 
NUMBER

LINK YIELD  
TEMPERATURE

MAXIMUM AMBIENT 
TEMPERATURE

FL-1-165 165°F/74°C 135°F/57°C

FL-1-212 212°F/100°C 185°F/82°C

FL-1-286 286°F/138°C 253°F/123°C

FL-1-360 360°F/182°C 330°F/166°C

NOTE: Links should be replaced on an annual basis as part 
of a regular maintenance program. Links are not rated for 
use in corrosive atmospheres.

1 valve mounting bracket 7 arming lever

2 spring closing arm 8 fusible link (1)

3 valve stop 9 lever retaining arm

4 spring pack (07) 10 retaining studs

5 valve handle 11 safety link (for shipping only)

6 fusible link mounting plate 12 detachable arming handle
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MT-Series assembly shown with 
red safety link installed

•	 for mid-sized fire safe ball and plug valves 
depending on valve torque, media and line pressure

•	 Provides automatic closure in the event of fire
•	 Valve can be operated manually even while armed
•	 Soldered fusible links available 165°F thru 360°F
•	 available with API 607 fire safe ball valves 

with ansi flanges, socket weld and npt ends, or 
butterfly valves

•	 FM approved actuator 

The policy of BI-TORQ Valve Automation is one of continuous improvement. We reserve the right to alter the product as described and illustrated without notice.

MT SERIES FEATURES

FL Series 
for AML/Specified Valves


